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Technical Specifications
Engine:  Kohler KDW702 680 cc 12 kw

Noise: 70db @ 7 m

Controls: Remote control

Maximum Diameter holes: 300 mm

Tracks: Expandable tracks

Rotary Torque: 700 nm

Rotary Speed RPM: 0-85 RPM

Length
Mast on and folded: 2400 mm

Mast on and upright stabilisers forward: 1850 mm 

Mast on and upright stabilisers at 90o: 1850 mm

With stabilisers removed: 1850 mm 

With stabilisers and mast removed: 1470 mm

 

Key Features
Super compact 
Remote control
Lightweight

Cobra T1000
Soil Investigation Rig
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Technical Specifications
Feed Stroke: 1600 mm

Feed Speed: 12 mtr / min 

Max auger length under drive: 1700 mm

Pump: GRP2 9cc

Fuel Capacity: Diesel 35 litres

Hydraulic Oil Capacity: 32 grade 70 litres

Hydraulic Return Filter: HHC01910

Hydraulic Pressure Filter: HHC01918

Height
With mast folded: 1500 mm

With mast upright: 2320 mm

With mast removed: 1110 mm

Width
With tracks extended and stabilisers at 90o: 1460 mm

With tracks extended and stabilisers forward: 1120 mm

With tracks retracted  and stabilisers forward: 720 mm

Weight
Machine Total (with oils and 20 litres fuel): 1080kg

Machine with mast and stabilisers removed: 850 Kg

Stabilisers (each): 25 Kg

Mast: 180 Kg


