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Technical Specifications
Engine: HATZ Super Silent Tier 4 Final 4h50  55kw @ 2600 rpm

Controls: Swing Out Console

Maximum Diameter Holes: 350 mm

Casings: 340 mm

Tracks: Rubber / Adjustable

Emission Sound Pressure: 77.1 dB

Sound Power Level: 85.1 dB

Year: 2020

Dimensions
Length: 2100 mm

 Width: 775 - 1175 mm

Maximum Height: 2159 mm

Basic Weight: 1600 kg

Powerpack Length: 2560 mm

Powerpack  Width: 1350 mm

Powerpack  Height: 1350 mm

Transport Height: 1350 mm

Key Features
Restricted Access
Low Headroom
2.2M Working Height

Cobra T8000 Rotary Rig
Tight access mini compact rig
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Accessories / Capabilities
Clamps

Feed Stroke: 1480mm

Rotary Head: Two Speed - 40rpm / 80rpm

Maximum Torque: 8000Nm Plus

Mast Angle: -5 +90

Hydraulic Hoses: 25m

Ground bearing Pressure: 6PSI

Applications
Restricted Access

Rotary Bored Piling

Mini Piling

Limited Access

Technical Specifications
Mast Tilt: 90O

Extraction Force: 4.5T

2 Speed Tracking 3/6km

Fast Tow Power Pack

Options
Remote Control

Custom Paint

Mast Type: Chain / Ram

Side Shift + Aux Winch

Mast Height: Variable

Side Tilt + Stabilisers


