
01985 219192                admin@piling-equipment-ltd.com

Technical Specifications
Engine: Yanmar Tief4f

Controls: Onboard Cabin

Maximum Diameter Holes: 500 mm

Casings: N/A

Tracks: Expandable

Emission Sound Pressure: N/A

Sound Power Level: N/A

Dimensions
Length: 2805 mm

 Width: 990 mm

Height: 2600- 4650 mm

Basic Weight: 2800 kg

Transport Length: 2805 mm

Transport Width: 990 mm

Transport Height: 2385 mm

 

Key Features
Mini Piling
Restricted Access
Limited Headroom

GEAX XD6
Mini Drilling Rig
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Accessories / Capabilities
Pull Down Force: 15 kN

Extraction Force: 25 N

Main Winch Line Pull: 8 kN

Aux Winch Line Pull: 5 kN

Main Pumps:  47.6 l/min

Auxiliary Pump:  19 l/m

Hydraulic  Pressure:  200 bar

 
Applications
Restricted Access

Limited Headroom

Mast
Forward Inclination: 5o

Backward Inclination: 1o

Lateral Inclination: 0/15o

Mast Vertical Stroke: 800 mm

Technical Specifications
Base: WAKER NEUSON ET20

Full Instrumentation available

Max Depth: 11.5 m

360o  Base Rotation


